Jones Gillam Renz Architects

Address
730 N 9th St. 1881 Main St., Suite 301
Salina, KS 67401 Kansas City, MO 64108

ARCHITECT’'S SUPPLEMENTAL INSTRUCTIONS
JONES GILLAM RENZ DOCUMENT JGR 710

Contact Web
jgr@jgrarchitects.com jgrarchitects.com

(785) 827-0386

PROJECT:

OWNER:

CONTRACTOR:

The Heritage at Abilene
New Building, Restoration and Rehab Apartments
Abilene, Texas

Overland Property Group
Dan Maximuk

5345 W. 151st Terrace
Leawood, KS 66224
913-396-6310

MCP Group

3501 SW Fairlawn Rd.
Topeka, KS 66614
785-273-3880

Report No. Six (6)

Date  March 18,2024

Architect's Proj No. 20-3065

Contract For: General Construction
Mechanical, Electrical

The work shall be carried out in accordance with the following supplemental instructions issued in accordance with the
Contract Documents without change in Contract Sum or Contract Time. Prior to proceeding in accordance with these
instructions, indicate your acceptance of these instructions for minor change to the Work as consistent with the Contract
Documents and return a copy to the Architect.

DESCRIPTION:

1)  Plaster Finish and Repair (existing finish = fairly smooth) 3 existing conditions and solutions:

Small holes and areas of damage — can be repaired/filled with sheet rock mud.

Entire missing sections of plaster (for example, the basement restrooms where walls were furred).
Replacement can be done with sheet rock. We will need to match the texture of the plaster as close as
possible (whether by means of textures walls, etc.) but should be easy since the existing plaster is fairly
smooth. If the joint between the plaster and the new sheet rock is obvious, we can install a piece of

a.
b.

molding/chair rail to hide the joint.

Walls that are failing, with damage and hanging plaster (for example, several of the basement coordinator
walls). All the damaged and irreparable areas can be removed and replaced with sheetrock over metal

studs. (again, final finish needs to mimic the plaster texture).

2) Chalkboards - several conditions exist
Chalkboards in closets — the actual slate chalkboards slabs can be removed and salvaged. The trim, molding
and chalk holders need to remain in place (if still existing). You can infill the center area with sheet rock.

a.

Paint all (trim, molding, sheetrock) to match walls.
Chalkboards in living spaces

i. Where the original green slate chalkboards exist — retain, and clean. Do not paint.

ii. Where the trim & molding remains, but the chalkboard slate is missing. If we have any salvaged
pieces remaining, use these to replace the missing pieces. If we run out of salvaged pieces, the
remaining missing boards can be infilled with sheet rock. Again, all trim, molding, sheet rock, etc.

to be painted to match wall.

iii. Where chalkboard and all trim is missing (or most of the trim is missing). Repair wall as if it were

plaster (see “plaster finish and repair” section above).

3) Tackboards - original tackboards are the foam board material (several still remain above the chalkboards)
Where the original boards remain — clean and paint to match the walls.
Where boards have been infilled with cork board — remove the cork board and replace with a fabric tack

a.

b.

panel instead. Color TBD.

4) Ceilings - Third Floor
Units A302 and A303: Install dropped Gyp Board ceiling in the bathrooms (at 9'-0” A.F.F.), recessed area
next to the window/shutters should be installed approx. 2” min. above the plaster window head. Reference

a.

Revised Sheet AA7.3

Hallway A311: Install new dropped gyp board ceiling in the area east of the existing decorative bulkhead,
where stage as removed. Match existing plaster ceiling in height and textured finish.

Attachments:

. Revised Sheet AA7.3

Issued by: Jones Gillam Renz Architects
Maggie Gillam, Project Manager 785 827 0386

730 N. Ninth Street, Salina KS 67401
mgillam@ijgrarchitects.com

Copies to:

MCP Group - Eric Hubener, Will Hubener; OPG - Dan Maximuk; LST — John Lewis-Smith; Structural - Mike Falbe


mailto:jgr@jgrarchitects.com
mailto:mgillam@jgrarchitects.com

REFLECTED CLG. PLAN NOTES

1. CONTRACTOR SHALL COORDINATE CEILING LAYOUT WITH MECHANICAL AND
ELECTRICAL FIXTURE LOCATIONS. NOTIFY ARCHITECT IMMEDIATELY OF ANY
CONFLICT OR DISCREPANCY.

2. MECHANICAL /ELECTRICAL. FIXTURES @ RATED CEILINGS SHALL BE HUNG IN
CONFORMANCE TO U.L. SYSTEM REQUIREMENTS.

3. CEILING MOUNTED MECHANICAL EQUIPMENT AND SUSPENDED MECHANICAL
EQUIPMENT MUST BE SUSPENDED DIRECTLY FROM THE STRUCTURE.

4. WHERE SUSPENSION DEVICES, WIRES, RODS, ETC. PENETRATE CEILING GRID
AND/OR TILE OR G.B. PENETRATIONS SHALL BE NEAT AND CLEANLY CUT.
PENETRATION OPENING SHALL BE AS SMALL AS POSSIBLE. SEAL AT G.B.

5. AT LAY—=IN KITCHEN CEILING. CONTRACTOR IS RESPONSIBLE FOR LOCATING THE
BOILER COIL UNIT IN COORDINATION WITH THE LIGHTING & DUCTWORK, SO THEY
THEY DO NOT CONFLICT WITH ONE ANOTHER.

LOW WALLS, BELOW 8'-0"
NON—RATED WALLS

1/2 HOUR FIRE PARTITION (CORRIDOR) W/ 20 MIN.
OPENINGS

1 HOUR FIRE PARTITION; BETWEEN DWELLING UNITS
1 HOUR RATED WITH 60 min. OPENINGS

SEAL VOIDS AT TOPS OF WALLS AND PENETRATIONS WITH U.L. LISTED FIRE BATT
INSULATION, PILLOWS, AND/OR FIRE SEALANT AS REQUIRED BY CONDITION. AT

RATED WALLS.
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