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NOTICE TO ALL CONTRACTORS AND SUB-CONTRACTORS 

 
March 20, 2024 

USD 305 Heusner Elementary Flooring Finishes – JGR Proj #24-3401 
 

ADDENDUM NO.2   
 
YOU ARE INSTRUCTED TO READ AND TO NOTE THE FOLLOWING DESCRIBED CHANGES, CORRECTIONS, 
CLARIFICATIONS, OMISSIONS, DELETIONS, ADDITIONS, APPROVALS, AND STATEMENTS PERTINENT TO 
THE CONTRACT AND CONSTRUCTION DOCUMENTS.   THIS ADDENDUM IS A PART OF THE CONTRACT 
AND CONSTRUCTION DOCUMENTS AND SHALL GOVERN IN THE PERFORMANCE OF THE WORK.   
 
Bid Date:   Tuesday, March 26, 2024 to the USD 305 Operations Center, 1835 South Broadway, Salina, KS 
by 2:00 p.m. 

 
GENERAL 

1. Pre-Bid Sign in Sheet is attached with this addendum. 
 
ARCHITECTURAL –Specifications  

1. Section 01019 Special Provisions – Clarification – the contractor shall include in their bid, a 
contingency allowance of $10,000.00, to be used solely at the Owners discretion. Any 
unused allowance shall be credited to the Owner in the form of a Change Order. 

2. Section 09650 Resilient Flooring, Paragraph 2.02.A.2, and, Addendum 1. Delete all 
references to wide toe base and painting of existing glazed block base. All base shall be 
standard toe style, and either 4 ½ or 6” as indicated on the drawings. All base shall be roll 
type, no pre-cut strips allowed.  

3. Section 09650 Resilient Flooring, Paragraph 2.01 – Replace this paragraph with the following: 
 

 2.01 MATERIALS – Luxury Vinyl Tile and Plank Flooring 
 A. Vinyl Plank Flooring:  ASTM F1700, Gerflor, Creation Wellness Series, Class 3, Type B, color 

to be selected from manufacturer’s full line. 
  1. Size: 7” wide x 48” maximum permissible length.  Install staggered joints, random 

length. 
  2. Thickness:  2.5 mm, Wear layer .020mil 
  3. Adhesives:  Install using manufacturer recommended adhesives for 10 year warranty. 

 a. Adhesive shall be type recommended and approved by the manufacturer for 
installation over subfloor with moisture content 98% or higher. 

 
4. Section 09681 Carpet Tile, Paragraph 2.01 – Standard carpet tile added at Kindergarten 

common area.  Add the Following: 
 

 CARPET TILE TYPE 1 – Standard Carpet Tile 
1. J&J Industries - Journey 
2. Color: To Be Selected.  
3. Pattern: Herringbone 
4. Fiber Type: SD Nylon. 
5. Pile Characteristic: Textured Patterned Loop pile. 
6. Pile Thickness: 0.28 inches (.71 cm) for finished carpet tile according to ASTM D6859. 
7. Backing System: Nexus Modular. 
8. Applied Treatments: 

a. Soil-Resistance Treatment: Manufacturer's standard treatment. 
9. Performance Characteristics: 

a. Appearance Retention Rating: Heavy traffic, 3.0 according to ASTM D7330. 
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ARCHITECTURAL – Drawings  

1. Sheet A1 Floor Plan and Addendum 1 – Clarification – Per Addendum 2, LVT Flooring 
material is changed to a 2.5 mm thickness, glue-down material in lieu of 5mm clic system. 
As required at existing glazed block wall and integral glazed cove base, contractor shall 
prep the existing floor with tapered floor leveling compound, extending from 3-6” from 
edge of coved base to the top edge of the coved base. The intent is for the new LVT to 
extend as far toward and up the wall as possible, so that the 6” rubber base covers the 
edge of the new LVT.  Reference the attached Sketch 1. 
Note: The Owner will strip wax from existing VCT Floor prior to flooring installation. 
 

2. Sheet A1 Floor Plan – Reference the attached revised sheet A1. This clarifies rubber base 
height and toe type, and the addition of carpet at the Kindergarten common area.  

 
 
Receipt of this Addendum shall be noted on the Bid Form. 
 
 

END OF ADDENDUM NO. 2 
 
Attachments 
  Pre-Bid Sign In Sheet 

  Sheet A1 Revised 

  Sketch 1 
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